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REAR MOUNT
M4 THREAD, X12

 
 

PROJECTED CAPACITIVE AND NO-TOUCH MODELS

VESA MOUNT
200X100, M4 THREADS, X6
MAX SCREW DEPTH = 7MM

DC POWER INPUT

DISPLAYPORT IN

VGA VIDEO IN

REMOTE OSD
(INCLUDED)

TOUCH USB OUT

HDMI IN



ADJUSTMENT RANGE = 3.0 TO 10
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WITH FLUSH MOUNTING BRACKETS (6 SETS INCLUDED)
REPLACEMENT BRACKET KIT P/N E000879 AVAILABLE SEPARATELY

PROJECTED CAPACITIVE AND NO-TOUCH MODELS

CUSTOMER PANEL (NOT INCLUDED)
MIN THICKNESS = 3MM
MAX THICKNESS = 10MM

TOUCHMONITOR

SEE DETAIL  B

RECOMMENDED  CUSTOMER PANEL CUT-OUT
CHOOSE ONE:
A = M4 THREADED HOLES OR M4 CONCEALED HEAD
    STUDS WITH NUTS
B = CLEARANCE HOLES FOR M4 SCREWS

0.600SCALE  
BDETAIL  

2.000SCALE  
KIOSK-KIOSKSECTION  

CUSTOMER PANEL

TOUCHSCREEN MUST BE FLUSH 
WITH CUSTOMER PANEL

AFTER INSTALLATION

FOAM EDGE SEAL


	Sheet 1
	Views
	new_view_7
	right_8
	right_9
	bottom_22


	Sheet 2
	Views
	new_view_13
	right_14
	right_15
	new_view_16
	new_view_17
	B
	new_view_68



