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TITLE: Dimensional Drawing, ELO-KIT Power Converter
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DIMENSIONS ARE IN MILLIMETERS
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NOTES:
1. ELECTRICAL CHARACTERISTICS:
1-1. CONTACT CURRENT RATING: 8A
1-2. CONTACT VOLTAGE RATING: 300V AC
1-3. CONTACT RESISTANCE: 20M�^� MAX.
1-4. DIELECTRIC WITHSTANDING VOLTAGE: 1500V. AC. FOR 1 MINUTE
1-5. INSULATION RESISTANCE: 500 M�^� MIN. AT 500V. DC
2. MECHANICAL PROPERTIES
2-1. TEMPERATURE RANGE: -40�$�C TO +105�$�C
2-2. TORSION: 0.2N.M2.04 KGF.CM
2-3. STRIP LENGTH: 6~7 MM

ATTACH DC/DC CONVERTER TO MONITOR ET1598L
WITH 2XM4 SCREW

SCALE  1:2

12V DC JACK

Pin1:24V

24V TERMINAL BLOCK, 
KF2EDG-Y-3.81-3PPin2:N.C

Pin3:GND

SCALE  2:1

THE FEMALE CONNECTOR CABLE
 SHIPPED WITH CONVERTER

SECTION  A-A
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