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MS603572
DIMENSIONS ARE IN MILLIMETERS

SEE PG.2 FOR NO-STAND OPTION AND HEAD DETAILS.
SEE PG.3 FOR CUSTOMER DISPLAY OPTIONS.

M6, MAX. SCREW DEPTH 
OF 14MM FROM TABLE TOP.
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MS603572
DIMENSIONS ARE IN MILLIMETERS

DC IN (19V)

RJ-12 CASH DRAWER

2X RJ-45 SERIAL

USB-C

2X USB 3.0

2X USB 2.0

RJ-45 ETHERNET

AUDIO JACK (LINE OUT, MIC. IN)

E-SEREIS 3 WITH STAND REMOVED AND VESA ADAPTER ADDED, E193547

VESA ADAPTER 
E193547

4X M4, MAX. SCREW DEPTH 
5MM FROM MOUNT SURFACE.

2X MOUNT FOR 
EDGE CONNECT 

ACC.

2X SPEAKERS

POWER KEY, 
STATUS LED

KENSINGTON LOCK SLOT
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MS603572
DIMENSIONS ARE IN MILLIMETERS

E-SERIES 3 WITH REAR FACING 
DISPLAY MOUNT KIT FOR ELO 1004LS 
AND 0704LS TOUCH MONITORS, 
E997555
 
REQUIRES USB-C CABLE KIT, E185034

ELO 1004LS TOUCH MONITOR

ELO 0704LS TOUCH MONITOR
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