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(CENTERING
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(CENTERING LIP)
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ACCUTOUCH MODEL

SIDE MOUNT
(LEFT AND RIGHT)
M4 THREAD, 
MAX SCREW DEPTH = 6MM, X2
 SEE DETAIL  A

(CENTERING LIP)

VESA MOUNT
M4 THREAD,
MAX SCREW DEPTH = 7MM, X8

POWER CONVERTER
MOUNTING HOLES, M4

DC POWER INPUT

DISPLAYPORT IN

VGA VIDEO IN REMOTE OSD
(INCLUDED)

TOUCH USB OUT

SIDE MOUNT
(TOP AND BOTTOM)

M4 THREAD, 
MAX SCREW DEPTH = 6MM, X2

 

SERIAL TOUCH OUT
(NOT AVAILABLE ON ALL MODELS)

HDMI IN

2.000SCALE  
(CENTERING LIP)

ADETAIL  
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357.4

285.4

155

ADJUSTMENT RANGE = 1.8 TO -14MM

238+1
 0

275.4

144

144

314+1
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347.4
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WITH SIDE MOUNTING BRACKETS (2 INCLUDED)
REPLACEMENT BRACKET KIT P/N E203787 AVAILABLE SEPARATELY

ACCUTOUCH MODEL

RECOMMENDED CUSTOMER PANEL CUT-OUT

BRACKET IN VERTICAL POSITION

BRACKET IN HORIZONTAL POSITION

CUSTOMER PANEL (NOT INCLUDED)
MIN THICKNESS = 1MM
MAX THICKNESS = 14MM

MOUNTING HOLES, X8
CUSTOMER PANEL MATERIAL:
1. WOOD: 4.5 HOLES THRU FOR M4 SCREWS WITH NUTS
2. SHEET METAL: CONCEALED HEAD THREADED STUDS M4 WITH NUTS
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301.4

373.4
R , X47.3 4.5

396.4
(FOR BRACKETS IN

HORIZONTAL POSITION)

324.4
(FOR BRACKETS IN

VERTICAL POSITION)

, X25

284.4

356.4

116

116

R  (MAX = 15), x412

313.4
(FOR BRACKETS IN

VERTICAL POSITION)

385.4
(FOR BRACKETS IN

HORIZONTAL POSITION)
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FRONT MOUNT OPTION
P/N E323425 ORDERED SEPARATELY, CUSTOMER ASSEMBLED

ACCUTOUCH MODEL

FRONT MOUNT BRACKETS (2)
(INCLUDED WITH FRONT MOUNT ASSY.)

CUSTOMER PANEL (NOT INCLUDED)
MAX THICKESS = 14MM

FRONT MOUNT ASSY.

TOUCHMONITOR

RECOMMENDED CUSTOMER PANEL
CUT-OUT AND MOUNTING HOLES
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RACK MOUNT OPTION
P/N E295006 ORDERED SEPARATELY, CUSTOMER ASSEMBLED

ACCUTOUCH MODEL

BLACK ANODIZE
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POWER CONVERTER 24V TO 12V DC 
P/N E239980 ORDERED SEPARATELY, CUSTOMER ASSEMBLED

POWER CONVERTER
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