DIMENSIONAL DRAWING: ET4202L

IR MODEL

ACTIVE AREA

LIGHT SENSOR

BEZEL OPENING

SECURITY COVER

POWER BUTTON

TOUCH OSD

SPEAKER, X4

PERIPHERAL MOUNT, X4 (TOP, BOTTOM, LEFT, RIGHT)

VESA MOUNT 400X400 M6 THREADS, X4 THREADS START 8.5MM BELOW MOUNTING SURFACE

MAX SCREW DEPTH = 16MM FROM MOUNTING SURFACE

ENSURE MINIMUM THREAD ENGAGEMENT = 5MM

DIMENSIONS ARE IN MILLIMETERS
DIMENSIONAL DRAWING: ET4202L

PROJECTED CAPACITIVE MODEL

DIMENSIONS ARE IN MILLIMETERS

DISPLAYPORT
HDMI
VGA
OSD REMOTE
TOUCH USB
AUDIO IN
AUDIO OUT
GPIO
AC POWER IN

I/O CONNECTIONS (UNDER SECURITY COVER)

LIGHT SENSOR

VESA MOUNT 400X400
M6 THREADS, X4 THREADS START 8.5MM BELOW MOUNTING SURFACE
MAX SCREW DEPTH =16MM FROM MOUNTING SURFACE
ENSURE MINIMUM THREAD ENGAGEMENT = 5MM

SIDE MOUNT, X4
M4 THREADS, MAX SCREW DEPTH = 6MM

SECURITY COVER

POWER BUTTON

TOUCH OSD

SPEAKER, X4

COVER FOR OPTIONAL ECM CONNECTIONS

PERIPHERAL MOUNT, X4
(TOP, BOTTOM, LEFT, RIGHT)

SIDE MOUNT, X4
M4 THREADS
MAX SCREW DEPTH = 6MM

MAX SCREW DEPTH =16MM FROM MOUNTING SURFACE
ENSURE MINIMUM THREAD ENGAGEMENT = 5MM
PROJECTED CAPACITIVE MODEL WITH OPTIONAL ECM KIT

DIMENSIONS ARE IN MILLIMETERS

ECM CONNECTIONS ON SAME SIDE AS IDS I/O CONNECTIONS

OPTIONAL EXTENSION SPACERS AND SCREWS (X4) INCLUDED WITH ECM KIT
OPTIONAL STAND KIT P/N E275623

LANDSCAPE ORIENTATION
(STAND DOES NOT SUPPORT PORTRAIT ORIENTATION)

DIMENSIONS ARE IN MILLIMETERS

HOLES FOR SECURING STAND TO TABLE (8 THRU X4)
OPTIONAL LOW PROFILE WALLMOUNT KIT P/N E275050
SEE NEXT PAGE FOR DIMENSIONS WITH ECM KIT

TOTAL THICKNESS INCLUDING BRACKET
IR = 77.1
PCAP = 66

DIMENSIONS ARE IN MILLIMETERS

PORTAIT ORIENTATION
LOGO ON LEFT

LANDSCEPE ORIENTATION
LOGO ON BOTTOM

REV: C
DATE: 07/15/2016
MS601604
9 OF 6 SHEET
OPTIONAL LOW PROFILE WALLMOUNT KIT P/N E275050
WITH OPTIONAL ECM KIT.

SEE PREVIOUS PAGE FOR DIMENSIONS WITHOUT ECM KIT

DIMENSIONS ARE IN MILLIMETERS
MOUNTING HOLE LOCATIONS FOR
OPTIONAL LOW PROFILE WALLMOUNT KIT P/N E275050

LANDSCAPE ORIENTATION

MOUNTING HOLE LOCATIONS
CHOOSE ONE:
A = 6MM (1/4”) FLAT HEAD SCREWS, X4
B = 6MM (1/4”) HEX HEAD SCREWS, X4

6MM (1/4”) HEAD HEX SCREWS, X2

PORTRAIT ORIENTATION

MOUNTING HOLE LOCATIONS
CHOOSE ONE:
A = 6MM (1/4”) FLAT HEAD SCREWS, X4
B = 6MM (1/4”) HEX HEAD SCREWS, X4

6MM (1/4”) HEAD HEX SCREWS, X2

DIMENSIONS ARE IN MILLIMETERS